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Botanical Name: Delegatensis &  
E. Regnans

The lightweight properties and unique pinkish colour of 
Vic Ash make it a perfect material for internal feature 
walls and ceilings.

Pale pink to pale brown, Victorian Ash features a 
moderately course texture and has a predominately 
straight grain. It has a reasonably consistent and even 
colour, although it can be wavy in parts resulting in a 
fiddleback appearance. Gum veins are also common. 
It will provide a light, creamy-coloured timber for 
appearance applications. Excellent for taking stains.

Origin NSW, VIC and TAS

Species Type Hardwood

Sustainability
Available in PEFC/AFS with a Chain of 
Custody for Green Star points.  
On request only.

Availability Readily available

Durability Class 3 above ground (7-15 years)

Hardness Janka 5kN

Density (dry) 650kg/m3 (at 12% moisture content)

Movement
Very high tangential 8.5%  
(shrinkage across the board width)

Lyctid Susceptibility
Not susceptible in VIC, susceptible in 
TAS and NSW

Termite Resistance Not resistant 

Fire

BCA C1.10a Group 3 
Does NOT comply with BAL under 
AS3959-2009. 
Ignitibility: 14
Spread of Flame Index: 8
Smoke Developed Index: 3
Critical Radiance Flux Higher and 
Lower: >2.2 and 4.5kW/m2

Smoke Development Rate: <750, 
Average Extinction Area: <250

Lengths Average length 2.7m - 3.0m

Typical Applications Internal cladding and battens

Typical Characteristics

GUM VEIN FIRESTREAK

Vic Ash

Available in  
PEFC/Responsible 
Wood with a Chain 

of Custody for Green 
Star points.  

On request only.
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